
PANTHER1 TRANSMISSION daughter sheet

 PANTHER1 MULTI-HYPOGEAR 85W140 EP 

Description 
This is an extreme-pressure lubricant for gear boxes, specifically formulated to satisfy the highest service conditions: 
high speed, shockloads and high torque at low speeds. 

Applications 
Recommended for all hypoid transmissions and also suitable for spiral bevel gears, worm wheels and most transaxles. 

Performance Level 

API: GL-5 
MIL: MIL-L-2105 C 
MIL: MIL-L-2105 D 
ZF: TE-ML 05A 
ZF: TE-ML 07A 
ZF: TE-ML 12E 
ZF: TE-ML 16B 
ZF: TE-ML 16C 
ZF: TE-ML 16D 
ZF: TE-ML 17B 
ZF: TE-ML 19B 

Characteristics 

  Unit              Average Value 
Density at 15 °C  kg/l 0,903 
Viscosity  40 °C  mm²/s 356.80 
Viscosity  100 °C  mm²/s 25.70 
Viscosity  Index   95 
Flash Point COC  °C 224 
Pour Point  °C -15 
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PANTHER1 SPECIAL TRANSMISSION LHC 75W90 

Description 
A semi-synthetic lubricating oil for mechanical transmissions, formulated with high quality special refined and synthetic 
base oils and special EP-additives. 

Application 
This gear oil is used in hypoid differentials under very heavy duty conditions and should be used in all transmissions that require 
EP-transmission oils. 

excellent resistance against oxidation
a very high activity against wear, corrosion and foam
a low pour point
very good EP-properties
fuel economy properties

Specifications 
API: GL-5  
MT-1  
SCANIA: STO 1.0  
SAE: J2360  
ZF TE-ML 02B ,05B, 07A, 08, 12B, 16F, 17B, 19C, 21B 
MB 235.8  
MACK GO-J  
MAN 341Z2, 341 E3, 342 M3  
IVECO AXLES  
VOITH 3.325-340  
MIL-L-2105E  
ARVIN MARITOR O-76N  
TMS-6816 

Properties 

Method Unit Special Transmission LHC 75w90

Density at 15 °C kg/l 0,861 
Viscosity  40 °C mm²/s 81.00 
Viscosity  100 °C mm²/s 15.00 
Viscosity Index 196 
Flash point COC °C 206 
Pour Point °C -45


